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Electric height adjusts 
27” to 37” for adults 
and 17” to 27” for 
children and width 
adjusts manually from 
15” to 27”

Durable, safe and 
very simple to use 
with height and 
width permanently 
stamped on frame.

98D  These pages represent a small sample of the products that we carry. If you don’t see it here, please ask us, we probably carry it!

A

B

C

D

E

POWER PARALLEL BARS (CON’T)

ELECTRIC HEIGHT ADJUSTABLE PARALLEL BARS
• Brackets included to lower rails to child height.
• Includes manual override crank and removable 

abduction board.
• 010218 (not shown) is 15' long with six uprights.
• UL Listed. 110V, 60Hz and 3 Amps.
• Styrene-coated tapered wood base provides long wearing, 

secure footing for easy useage.
   Length  Width Height

010217  10’  15”-27”  27”-37”
010218  15’  15”-27”  27”-37”

ECONO-LINE™ POWER HEIGHT PARALLEL BARS
• 10’ long hardwood platform with tapered ends.
• Motorized height adjustment and manual width adjustment.
• Width Between Uprights is 26.5”
• Tapered EWDS for wheelchair accessibility.

   Length  Width Height

010221  10’  15”-28”  27”-39”

MOBILITY PLATFORM 
(WITH ELECTRIC HEIGHT BARS)
• Motorized height adjustment from 29” to 44” high.
• Four direct drive synchronized lifting columns.
• Control Panel located near entry end of bars.
• Push button controls and digital bar height readout.
• Width adjusts manually from 15” to 28” wide with easy 

to use control knobs.
• Width between uprights is 26 1/2”
• 10’ Satin fi nish hardwood platform with recessed 

grommeted holes on surface.
• Balance Beam is 6’5”L x 6”W x 3”H and is equipped 

with anti-slip surface and dowel pins.
• Tapered ends with anti-slip tread for easy wheelchair access.
• 110V, 60Hz, 2.5 Amps.

   Length  Width Height

010236  10’  15”-28”  29”-44”

PARALLEL BARS
PLATFORM MOUNTED PARALLEL BARS
• Every height adjustment necessary can be made from a 

single loction.
• Durable, safe and very simple to use with the height and 

width permanently stamped on frame.
   Length  Width Height

012610  10’  17.5”-25.5” 31”-41”
012407  12’  17.5”-25.5”  31”-41”

FLOOR MOUNTED PARALLEL BARS
• One person can adjust these bars faster than any other 

manually adjusted bars.
• Every height adjustment necessary can be made from a 

single location.
• Manual width adjusment 8” total.
• Height adjusts from 31” to 41”

   Length     Height

012411  10’  31”-41”
012412  12’  31”-41”
012413  14’  31”-41”
012414  16’  31”-41”
012415  20’  31”-41”
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WEIGHT
CAPACITY

400LBS.
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C Placement ladder consists of (11) variably placed 
ladder steps.  Each ladder step has dowel pins, 
which fi t into grommeted holes of platform.  The 
spacing and location of ladder steps can easily be 
adjusted for patient’s gait training.

D
One person can 

change these bars 
faster than any 
other manually 
adjsuted bars.
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Mounts against 
wall and folds with 
Velcro® straps.

(2) uprights extend into 
room and quick-mount 
to fl oor plates.  Patient 
can circle around bars 
without stopping or 
truning around.

Each upright telescopes up 
to 13" and locks into nine 
height positions with fail-

safe ball-tip locking pin.

Each upright can telescope 
to desired height and easily 

lock into height position 
with ball-tip locking pin.

Satin-fi nish 
hardwood 
platform 
with tapered 
hardwood 
ends for easy 
wheelchair 
access.

Each upright telescopes up to 13" 
and locks into nine height positions 
with fail-safe ball-tip locking pin.  
(Shown with placement ladder)
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PARALLEL BARS (CON’T)

WALL FOLDING PARALLEL BARS
• Requires only 14” of fl oor space.

   Length  Width Height

010222  7’ 28”  28”-42”

HEMIPLEGIC PARALLEL BARS
• Floor mounted parallel bars designed for patients with 

strength or mobility on only one side.
   Length  Width Height

012607  7’  28”  28”-42”
012612  12’  20”  26”-39”

FOLDING PARALLEL BARS
• 1.5” diameter one-piece stainless steel handrails for easy 

use.
• Heavy gauge steel base plates, uprights and fi ttings.  

Black powder coated chip and wear resistant fi nish.
• Designed to easily fold to 10” wide to save space.
• Fixed width dimension of 25”.

   Length  Width Height

012614  7’  25”  28”-41”
012615  9’  25”  28”-41”

FLOOR MOUNTED PARALLEL BARS
• Consists of two 1.5" diameter, one-piece, stainless 

steel handrails and four fl oor mounted uprights with 
mounting plates.

• Width adjusts from 15” to 28” wide with ergonomic 
hand control knobs.

   Length  Width Height

010223  10’  15”-28”  29”-42”
010224  12’  15”-28”  29”-42”

PLATFORM MOUNTED PARALLEL BARS
• (2) rubber “anti-slip” tread on each end.
• 1.5” diameter one-piece, stainless steel handrails.
• Each upright can telescope and lock into height position 

with fail-safe ball-tip locking pin.
   Length Width  Height

010225  10’  26”  28”-41”

PATENTED AMBULATION AND MOBILITY PLATFORM
• (2) anti-slip treads on each end.
• 1.5” diameter one-piece, stianless steel handrails.
• Satin-fi nish hardwood platform with tapered hardwood 

ends for easy wheelchair access.
• Includes Placement Ladder, which consists of (11) 

variable placed ladder steps and the Balance Beam, 6’5”L 
x 6”W x 3”H, with non-slip treads. It has dowel pins that 
fi t into pre-drilled holes on platform surface.  Both of 
these can be used at the same time.

   Length Width  Height

010240  10’  15”-28”  29”-42”
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WEIGHT
CAPACITY
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PARALLEL BARS (CON’T)

CRANK HEIGHT ADJUSTABLE PARALLEL BARS
• Hand crank height of each stainless steel handrail adjusts 

from 26” to 39”.
• Hand controls allow easy adjustment of width from 

16.5” to 24.5”.
• Ruled height and width adjustments.
• Includes removable abduction board.

   Length Width  Height

010219  10’  16.5”-24.5”  26”-39”
010220  15’  16.5”-24.5”  26”-39”

ACCESSORIES FOR PLATFORM PARALLEL BARS
• For above Platform Parallel Bars. Factory installed.

  Description

010231 Abduction Board
010232 Non-Slip Matting

PLATFORM MOUNTED PARALLEL BARS
• Each upright can telescope and lock into height position 

with fail-safe ball tip locking pin.
   Length Width  Height

010277  7’  15”-28”   29”-42”
010227  10’  18”-28”   26”-39”
010228  12’  18”-28”   26”-39”

BARIATRIC PARALLEL BARS
• 10ft. Long by 45” wide gray laminate platform with anti-

slip surface treads and tapered ends for easy wheelchair 
use.

• 1 1/2” diameter one-piece stainless steel handrails.
• (6) heavy gauge steel uprights from 26” to 39” in height 

and locks securely in place with locking pins.
• Width adjusts from 22” to 35” with ergonomic control 

knobs to accommodate Bariatric or obese patient.
• 38” wide clearance between uprights allows use with 

wider wheelchairs.
   Length Width  Height

010000  10’  22”-35”  29”-42”
010278  10’  20”-34” 26”-39”

EXERCISE EQUIPMENT
SHOULDER/FINGER LADDER
• Facilitates increased range of shoulder motion as fi ngers 

slimb up and down (36) vertical steps.
   Length  Width Height

010109  1.5”  2.5” 58”

QUADRICEPS BOARD
• Strengthens quadriceps in bed, on mat or table.
• Padded vinyl surfaces for comfort.

Opened 
Dimension  Length  Width Height

010110  5’  28”   7”-13”

POWDER BOARD
• Smooth, scratch resistant, oak laminate surface offers 

minimal resistance for horizontal leg or arm movement.
Opened 
Dimension  Length  Width Height

010111  40”  29” 7”

WEIGHT
CAPACITY

525LBS.

WEIGHTWEIGHT

525LBS.

010220 is 
15’ Long 
with (6) 
Uprights

010000
Height & Width 
Adjustable.

010278
3rd upright for extra support   
Extra width for bariatric patients.

D

One-piece stainless 
steel handrails with 
end bumpers.  1.5” 

thick hardwood, 
plywood bases with 

solid hardwood 
tapered ends.

Pre-drilled holes 
for mounting.

(13) angulation positions to 
suit patient’s needs.  Folds fl at 
for storage.

Ideal for range of motion. 
Folding legs for easy storage.
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F G

Wood platform covered 
with non-slip textured 
styrene in gray fi nish 
with tapered ends for 
easy access.

A

WEIGHT
CAPACITY

500LBS.
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EXERCISE EQUIPMENT (CON’T)

PUSH-UP BLOCKS
• Adjustable spacers increase height from 7” to 9”.

   Length  Width Height

010114  11” 6”   7”-9”

SHOULDER WHEEL
• Handle location adjusts to increase range of motion from 

10” to 39” diameter.
• (2) variable resistance control knobs allowing 25” vertical 

height adjustment of wheel.
   Depth  Width Height

010115  8”  37.5”  34”

MAGNECISER SHOULDER EXERCISER
• Improves circulation, muscle strength and joint range-of 

motion.
• Unique quiet magnetic resistance for smooth operation 

with bidrirectional rotation allowing exercise in either 
direction.

• Instant height adjustment allows for sitting or standing 
exercise. Arm length adjusts from 13” to 22”.

• Wall mounting hardware included.
   Length  Width Height

010080  38”  11”  13”

BALANCE ACTIVITY PLATFORM
• Wood platform with safety treads and adjustable height 

stainless steel support handrails.
   Depth  Width Height

010120  36”  36” 28”-41”

ADJUSTABLE INCLINE BOARD
• 5, 10, 14, 20 and 25 degree adjustment.
• Carry handle cut-out.

   Length  Width

010127  18”  14”

SLANT BOARD
• Adjusts to (4) levels and folds fl at to 3” for storage.
• 10, 15, 20 and 30 degree adjustment.

   Depth  Width Height

010136  16”  14”  10”-30”

ROTATIONAL PLATFORM
• Smooth gliding motion, use standing or sitting, apply 

resistance bands for additional challenge.
  Description

010137 Rotational Platform

WEIGHT
CAPACITY

400LBS.

Ergonomic padded handles 
aid in developing upper 
body strength.

Chrome plated 
shoulder wheel is 

mounted on upper 
and lower wood 

plates for easy wall 
attachment.

Automatic 5-Function LCD display 
indicates stride count, strides per 
minutes, time exercised, calories, 
consumed and scan of all functions.

Use with 
rocker boards.  
(Not included)

Non-slip tread and bottom 
surface and positive lock 
adjustment handles.

A proved therapeutic 
product with a 

lifetime guarantee.

Great for post-op or 
post-injury rehab.
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PULLEYS
WALL PULLEY
• Durable solid hardwood construction.
• Mounting hardware NOT supplied.

   Depth  Width Height

010126  18”  5”  20”

CHEST PULLEY WEIGHT
• Equipped with two weight carriers, one on each side.  

Each weight carrier accommodates up to fi ve 2.5 lb. disc 
weights (total 25 lb.)

   Depth  Width Height

010265  8.5”  30”  63”

DUPLEX CHEST PULLEY WEIGHTS
• Equipped with two weight carriers, one on each side.  

Each weight carrier accommodates up to fi ve 2.5 lb. disc 
weights (total 25 lb.)

   Depth  Width Height

010266  8.5”  30”  63”

TRIPLEX PULLEY WEIGHTS
• Adapts to ceiling heights of 9' to 12'
• Equipped with two weight carriers, one on each side.  

Each weight carrier accommodates up to fi ve 2.5 lb. disc 
weights (total 25 lb.)

   Depth  Width Height

010267  8.5”  30”  96”-144”

COMBO DUPLEX PULLEY/MIRROR RACK
• Durable black laminate fi nish on all surfaces.
• Base plate has bumper T-moling all around.
• Two handles at chest level and two handles at fl oor level.  

Disc weights can be added in 2 lb. Increments up to a 
maximum of fi ve 2 lb. disc weights per each side (Total of 
ten 2 lb. disc weights per unit)

• Includes dumbbell racks for (10) dumbbells each on both 
left side and right side of rack.  Includes a total of (20) 
color-coded vinyl-coated dumbbells (two each, 1 lb. to 
10 lb.)

   Depth  Width Height

011211  28”  34”  73”

STAND-IN TABLES
BARIATRIC ELECTRIC STAND-IN TABLE
• Motorized height adjustment of top from 42.5” to 52.5”.
• Unit can Power Lift 500 lb. Patient from sitting to 

standing position.
• Hand Control adjusts patient height and lifts patient into 

position.
• Styrene covered extra-wide top is 40.5” W x 25.5” D 

with raised rim.
• Padded knee, chest and back supports.
• Includes patient lift harness
• Heavy gauge steel frame in cream powder coated fi nish.
• 115V, 60Hz, 3.5 amps.

   Width Depth Height

010034  43” 42” 42.5” - 52.5”

STANDING BOX
• Includes 10” of height adjustment in platform via spring-

loaded pins.
   Length  Width Height

012101  24”  30”  33.5”
012102  30”  30”  44.5”

WEIGHT
CAPACITY

500LBS.

Consists of wall 
bracket, pulley rope 
and (2) handles.

Wall stringer has “smooth 
action” sets of nylon pulleys 

with (1) pair of handles 
mounted at chest height.

One pair of handles 
mounted at chest 
height.

Disc weights can be easily added or 
removed from weight carriers. Ceiling 
stringer has smooth nylon pulleys with 

one pair of overhead handles. Chest 
stringer has one pair of handles. Floor 

plate is equipped with one pair of 
handles for fl oor level use.

Reverse side of rack has full view 
distortion-free glass mirror with 
ANSI “shatter-stop” safety backing.  
Back side features “smooth action” 
nylon pulleys for easy use, with 
rubber bumber “stops.”

Retractable, swivelling 
casters with convenient 

locking brake handle.

Secure latching door 
holds patient in place.

A

B

C

D

E

F

GGG



CL
IN

IC
A

L 
EQ

U
IP

M
EN

T

103D  

H

I

J

K

L

STAND-IN TABLES
ADJUSTABLE STANDING BOX
• Offers independent adjustments for tray height, width 

and depth.
• Padded width, knee and depth panels.

Child  Length  Width Height

012103  24”  24”  26”-43”
Adult  Length  Width Height

012104  30”  30”  34”-53”

HYDRAULIC ADJUSTABLE STAND-IN TABLE
• Front-mounted hand activated hydraulic lift adjusts 

height from 41” to 58”.
• 41” x 31” White Leather laminate top with 19.5” x 17” 

patient cut out.
• Non-slip ramp with parallel bars.
• Padded back and knee support holds patient in staning 

position.
   Length  Width Height

010233  31”  41”  48”-58”

HI-LO STAND-IN TABLE WITH ELECTRIC LIFT
• 33.5” x 25” laminate top with raised rim. Cut out size is 

19” x 10”.
• Padded kne, chest and back supoorts holds patient in 

staning position.
• Heavy gauge steel powder coated frame.
• Motorized height adjustment of top.
• Retractable swivel casters with locking brake handle.
• UL Listed, 100V, 60Hz, 3.5 Amps.

   Length  Width Height

010234  37”  42”  42.5”-52.5”

WORK HARDENING
WEIGHT BOX
• (2) hand grip slots each side.
• 3/4” plywood core covered with high pressure Oak 

laminate protective fi nish.
• Includes one removable metal weight pin with locking 

collar to accommodate optional disc weights.
“Carry-All”  Depth Width  Height

012801  14”  14”  14”
“Stockroom Crate”  Depth Width  Height

012802  17”  17”  14”
“Packing Carton”  Depth Width  Height

012803  14”  14”  14”
“Tool Kit”  Depth Width  Height

012804  14”  19”  14”

PUSH-PULL SLED STATION
• Ergonomic grip handles at each end of sled at three 

different height levels.
• Four removable weight pins with locking collars for 

optional disc weights.
• Self-lubricating polyethylene sled runners.

   Depth Width  Height

012808  40” 24” 46”

WEIGHT
CAPACITY

350LBS.

WEIGHT
CAPACITY

400LBS.

Sliding door closes to 
secure patient.

Can power lift a 400 lb. 
patient from sitting to 

standing position.

012801
Fixed wooden tote 
handle.

012802
Two hand grip slots 
on each side.

012804
Fixed wooden 
tote handle.

012803
Hinged lid to 
conceal contents.

Simulates tasks that 
involve moving and 

conveying equipemnt 
and materials.
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WORK HARDENING (CON’T)

SHOVELING STATION
• (3) fi xed “gravity fl ow” angled shelves.
• Slip-resistant rubber treads.
• Plastic scoop shovel and shovel hook.
• Includes 100 lbs of pre-washed hygienic, dust-free sand.

  Depth Width  Height

012806  72”  36”  61”

LIFT AND PLACE RACK STATION
• Two adjustable Oak high-pressure laminate shelves "lock" 

into side mounted support rails.
• Upper shelf adjusts from 53" to 59."
• Lower shelf adjusts from 28" to 34."

   Depth Width  Height

012800  18”  30”  78”
 

MULTI PURPOSE BOLT MODULE
• Bolt board can be used either horizontally, vertically, at a 

45 degree angle or in the Lift Station
• Includes (30) various bolts and nuts in fi ve different types 

and sizes.  (Includes fi ve tools)
  Depth Width Height

012809  17”  28”  18”

WEIGHT SLED
• The design of the anti-friction runners allow this unit to 

be used on a variety of surfaces.
• An invaluable aid for testing, evaluating and conditioning 

individuals in your work hardening and industrial rehab 
programs.

• Foam covered grips, four removable weight holders, 
chrome plated with a natural fi nish.

   Length Width Height

012810  36”  18”  32”-44”

ACCESSORY BOX
• To use with the Weight Sled, simply remove the weight 

holders and insert the accessory box.
• Removable rubber mat.
• Natural fi nish.

  Length  Widht Height

012811  30”  15”  6”

ADJUSTABLE HEIGHT SHELF
• Shelf height adjusts as low as 6” from the base ot 48” 

high in 6” increments.
• Chrome Plated with Natural wood fi nish.
• Product dimensions: 36”L x 36”W x 48”H.

  Description

012812 Adjustable Height Shelf
012813 Sorting Bin

Simulates tasks that involve 
shoveling, levering and lifting 
objects or materials.

Simulates lifting and 
loading tasks

012809

With the gradual addition of 
weights you can control the 

resistance and the strengthening 
treatment for shoulders, backs, 

hips, thighs and calves.

WEIGHT
CAPACITY

250LBS.

Unit provides a height 
adjustable work surface to 
evaluate and develop range 
of motion, strength and learn 
proper lifting techniques.

Sorting Bin available separately.
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WORK HARDENING (CON’T)

WALL MOUNTED WORK STATION
• The height adjustable feature allows the therapist to 

recreate a variety of working postures.
• Widely spread pattern of bolt holes, includes a variety of 

fasteners.
• Wall mounting hardware NOT included.
• Chrome plated with Natural wood fi nish.

   Length Width Height

012814  48”  10” 4”-8”

SMALL ELECTRICAL ASSEMBLY CENTER
• This table top center simulates multiple job tasks that 

involve assembly activities that range from simple to 
complex.

• Basic electrical assembly supplies included.
• Natural wood fi nish.

  Description

012815 Electrical Assembly Center

FORMA-SPLINT™ UNITS
MINI SPLINT PAN
• Lightweight, stainless-steel pan with plexiglass cover.
• UL, C-UL listed and CE conforming components with 

hospital-grade 3-wire plug, 120 volts, 1,000 watts, 8.3 
amps/60Hz.

• Interior tank dimensions : 13”L x 9.5”Wx 2.25”H.
  Description

010340 Mini Splint Pan

CLINIC FORMA-SPLINT™ PANS
• Heats evenly and resists corrosion and includes grounded 

hospital grade plug.
• Features a hinged/insulated stainless steel lid, 

polycarbonate trim, all-brass drain system and integral 
digital thermometer.  (for easy monitoring of water 
temperature)

  Description

010341 SP-1501; Accommodates Splinting Sheets up to 24” x 18”
010343 SP-1503; Accommodates Splinting Sheets up to 37” x 25”

THERMASPLINT™

• Features stainless steel construction, dual voltage, 
illuminated on/off switch, quick heat-up time and a turn 
drain valve.

• Product dimensions: 23”L x 15”W x 7”D.
  Description

010345 ThermaSplint™

Options Description

010344 (2) Cleaning Pads/Pack

A wall mount unit 
designed to improve 

manual dexterity.

This unit encouranges upper 
extremities range of motion 
and working in confi ned 
spaces. Heats water in less 

than 15 minutes and 
maintains controlled 

water temperature from 
150 to 190 degrees F.

Features dual 
thermostatic controls 
(175 degrees F on 
high and 160 degrees 
F on low) that can be 
adjusted individually to 
conform to particular 
requirements.

Solar powered digital 
thermometer allows 

adjustable temperature 
with digital readouts 
for different slinting 

thermoplastic.


